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PE  SUMPS
Explanations see practical informations on page 6 and 84!

✘✔ ✔ ✔

DIBt Berlin

Approval-No.: Z-40.22-443

General

Technical

Approval

 Type AF-PE
 Dimensions W x D (mm) 810 x 1290
 Max. load (kg) 500
 Article no. P70-2072-A

PE  FLOOR  SAFETY  ELEMENTS  FOR  STORING  DRUMS  AND  SMALL  CONTAINERS

◆

◆

◆

◆

◆

Rotationally-molded body of black PE

Designed for placing flat on the floor

Individual segments can be combined by galvanized 

element connectors

Ideally suited for covering large-scaled surfaces

PE perforated plate

For storing water-endangering and aggressive media

Combination example

 Model PE-BS/11 PE-BS/12 PE-BS/13
 External dimensions W x D x H (mm) 1600 x 800 x 150 1600 x 1600 x 150 1890 x 1600 x 150
 Sump capacity (l) 100 200 230
 Max. load (kg) 500 1000 1000
 Article no., with PE perforated plate P70-2070-A P70-2071-A P70-2076-A

 Accessories  Element connectors Wannensteg
 Type VB 070 VB 150 VB 050
 Dimensions W x D (mm) 40 x 700 40 x 1500 45 x 500
 Article no., PE P70-2074-A P70-2073-A P70-2077-A

 Accessories Cross connector
 Type KK95
 Dimensions W x D (mm) 150 x 125
 Article no., PE P70-2075-A

 Accessories PE drive-on ramp

Combination example with PE-BS/11, Article no. P70-2070-A 
and PE-BS/12, Article no. P70-2071-A with optional 

PE drive-on ramp for drum cart

PE-BS/13, 
Article no. P70-2076-A

Wannensteg VB 050, 
Article no. P70-2077-A

PE-BS/12, 
Article no. P70-2071-A

PE-BS/11, 
Article no. P70-2070-A


