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WATER  PROTECTION  COMPARTMENT  CONTAINERS

OUTDOOR  STORAGE  OF  VERTICAL  DRUMS

 Model WSC-F-E.1-30 WSC-F-E.2-30 WSC-F-E.3-30 WSC-F-D.1-30 WSC-F-D.2-30 WSC-F-D.3-30
 Number of levels 1 2 3 1 2 3
 External dimensions W x D x H* (mm) 3120 x 1450 x 2175 3120 x 1450 x 3080 3120 x 1450 x 4480 3120 x 2770 x 2200 3120 x 2770 x 3105 3120 x 2770 x 4505
 Internal compartment dimensions
 W x D x H** (mm) 3000 x 1300 x 1795 3000 x 1300 x 1250 3000 x 1300 x 1250 3000 x 1300 x 1795 3000 x 1300 x 1250 3000 x 1300 x 1250
 Sump capacity (l) 650 650 650 2 x 650 2 x 650 2 x 650
 Capacity, 200 liter drums 10 directly on 20 directly on 30 directly on 20 directly on 40 directly on 60 directly on
 (examples) grid support or 8 on grid support or 16 on grid support or 24 on grid support or 16 on grid support or 32 on grid support or 48 on
  chemical pallets or chemical pallets or chemical pallets or chemical pallets or chemical pallets or chemical pallets or
  6 on euro-pallets 12 on euro-pallets 18 on euro-pallets 12 on euro-pallets 24 on euro-pallets 36 on euro-pallets

Article no., with hinged doors
 and natural ventilation C22-5004-C C22-5014-C C22-5024-C C22-5034-C C22-5044-C C22-5054-C

◆

◆

◆

◆

Lockable hinged or sliding doors

Ex-proof version with forced ventilation

With PE-HD tray inserts for storing particularly aggressive media

Larger sump capacities if required, e.g. for storage in water

protection areas or for fi re-fi ghting water retention

Water protection compartment containers are for universal use

for the storage of drums directly on the grid supports or on euro-

or chemical pallets. Water protection compartment containers are

particularly suitable for the storage of mixed, non-standardized

container sizes.

Series WSC-F-E is intended for one-sided operation;

Series WSC-F-D is for two-sided use with lockable doors on

each side.

Diff erent versions of water protection compartment containers:

WSC-F-E.3-30, with hinged doors
and natural ventilation,
Article no. C22-5024-C

All water protection compartment
containers with hinged doors

equipped with locking bar.

DIBt Berlin

Approval-No.: Z-38.5-122

General

Technical

Approval

Explanations see practical informations on page 6 and 84!
✔✔ ✔ ✔

Our standard: natural ventilation
and lifting attachments for cranes!
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* External dimensions plus base plates and rain discharge plate
** Compartment dimensions and stated capacities without considering electrical installations (ventilation, lighting etc.)

Our standard, your benefi ts:
All the water protection compartment
containers shown on pages 160-165
are provided with natural ventilation
for the passive storage of fl ammable
substances (see practical information
on page 159). This means that they can
be used even more fl exibly, even if the
type of hazardous goods to be stored
is changed!
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WATER  PROTECTION  COMPARTMENT  CONTAINERS

OUTDOOR  STORAGE  OF  VERTICAL  DRUMS

 Model WSC-F-E.1-60 WSC-F-E.2-60 WSC-F-E.2-100 WSC-F-E.3-60 WSC-F-D.1-60 WSC-F-D.2-60 WSC-F-D.3-60
 Number of levels 1 2 2 3 1 2 3
 External dimensions W x D x H* (mm) 6180 x 1530 x 2175 6180 x 1530 x 3080 9240 x 1540 x 3080 6220 x 1530 x 4480 6180 x 2930 x 2200 6180 x 2930 x 3105 6220 x 2930 x 4505
 Internal compartment dimensions
 W x D x H** (mm) 3000 x 1300 x 1730 3000 x 1300 x 1250 3000 x 1300 x 1250 3000 x 1300 x 1250 3000 x 1300 x 1730 3000 x 1300 x 1250 3000 x 1300 x 1250
 Sump capacity (l) 2 x 650 2 x 650 3 x 650 2 x 650 4 x 650 4 x 650 4 x 650
 Capacity, 200 liter drums 20 directly on 40 directly on 60 directly on 60 directly on 40 directly on 80 directly on 120 directly on
 (examples) grid support or 16 on grid support or 32 on grid support or 48 on grid support or 48 on grid support or 32 on grid support or 64 on grid support or 96 on
  chemical pallets or chemical pallets or chemical pallets or chemical pallets or chemical pallets or chemical pallets or chemical pallets or
  12 on euro-pallets 24 on euro-pallets 36 on euro-pallets 36 on euro-pallets 24 on euro-pallets 48 on euro-pallets 72 on euro-pallets

Article no., with sliding doors
 and natural ventilation C22-5104-C C22-5114-C C22-5252-C C22-5124-C C22-5134-C C22-5144-C C22-5154-C

For your attention:

All Water protection compartment containers with an

external height of more than 3660 mm are delivered

as part-assemblies.

Self-assembly according to the supplied instructions

is easy and after only a short time you can use your

water protection compartment container for storing

hazardous substances.

All the necessary connections for the assembly, e.g.

fl oor anchors, nuts and bolts, etc. are contained in

the standard equipment. Optionally you can have the

assembly carried out by one of our teams of specialists.

This applies for all water protection compartment

containers.

WSC-F-E.2-60, with sliding doors
and natural ventilation,
Article no. C22-5114-C

WSC-F-E.2-30, with hinged doors
and natural ventilation,
Article no. C22-5014-C

Explanations see practical informations on page 6 and 84!
✔✔ ✔ ✔

Our standard: natural ventilation
and lifting attachments for cranes!

* External dimensions plus base plates and rain discharge plate
** Compartment dimensions and stated capacities without considering electrical installations (ventilation, lighting etc.)


